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ABSTRACT

This report describes and presents a test program carried out
' at NASA Langley Research Center’aimed at defining the nonlinear/inelastic
response under inplane shear of a large variety of 3M SP-286T3 Graphite-
" ‘ Epoxy and AVCO 5505/5.6 Mil. Dia. Boron-Epoxy angle-ply laminates, as ‘
well as obtaining their strength allowables and detecting the mechanisms
which govern their mode of failure. Two types of specimens for the
program were chosen, tested and evaluated: shear panels stabilized by
an Aluminum Honeycomb core and shear tubes. A modified biaxially
compression/tension loaded 'picture frame* was designed and utilized
in the test program with the shear panels. Evaluation of the experimental
results, i.e. the type of experienced stress-strain field and strength

values observed for the panels tested with this new apparatus, and

| comparison of the results with those experienced by the tubes, indicate
f ' that the new modified "'picture-frame' has fulfilled and justified the
expectations and proved to be an adequate and reliable device for
inplane shear testing. The results obtained with this test technique
categorically prefef the shear panels, rather than the tubes, for
adequate and satisfactory experimental definition of the objectives
concerned with the present test program. The present test results
indicate the existence of a so-called "core-effect" which ought to be

considered when reducing experimental data for '"weak" in shear laminates.
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1. INTRODUCTION

The present report provides the results of a test program
accomplished at NASA Langley Research Center, aiming at the investigation
of the nonlinear and inelastic shear response of Graphite-Epoxy and Boron-

Epoxy laminates across a wide range of laminate configurations.

One of the main types of loads that aerodynamic as well as
space structures are exposed to, is shear loading. In designing with
advanced composite materials to sustain shear loading, the extra ‘
"parasitic" weight introduced when utilizing conventional materials
can be eliminated. It is their ''tailoring" capability which makes
composites advantageous, relative to other materials, for carrying this
type of load, but only if appropriately designed so as to recognize
that the "strong" in shear laminate might experience a very '"poor"
response, and possess ''poor' properties to withstand the other types
of loading the structure experiences during its missions (see for example
[1]). This calls for an intensive investigation of a large variety of
laminate configurations to obtain their responses, particularly in the
inelastic region, their strength allowables, and to detect their modes
and mechanisms of failure; this will assess in defining an intermediate

"least penalty" in shear laminate configuration for a particular design

purpose.

It is the objective of the present test program to establish
and furnish experimentally the abovementioned vital information as
well as comparing the observed empirical results with theoretical
predictions yielded by existing analyses. The present test results
will also provide better physical insight to justify and evaluate the
postulations and assumptions made in the development of the theoretical
studies. The present test program also underakes to evaluate and
develop as well as recomménd both better and preferred test techniques
and types of specimens to study the objectives concerned with the
present test program.

The report details the results obtained for 13 shear panels
(S.P.) and 19 shear tubes (S.T.) fabricated from Graphite-Epoxy, and
12 shear panels and 18 shear tubes made of Boron-Epoxy. All the




laminates were fabricated from unidirectional prepreg tapes, and
laid up symmetrically. The specimens were designed to avoid buckling
as well as failure of the loaded edges, and thus exhibit a strength

mode of failufe of the laminate itself.

2.  EXPERIMENTAL INVESTIGATIONS

-2.1. TEST SET-UPS AND PROCEDURES

2.1.1  Shear Panels

The shear panels (S.P.) were loaded by the so-called '"Modified
Picture Frame", Fig. 2A, described in detail in [2]. It differs from
the commonly used picture frame by the fact of being loaded biaxially:
tension (with a 300 kips Tension-Compression Machine) in one direction,
and compréssion (with a specially designed system) in the transverse

direction, with the loads being equal in magnitude and applied

~simultaneously. This type of loading results in:

(a) Avoidance of bending of the frame members.

(b) Elimination of shear lag so that the load is sheared uniformly
along the edges of the specimens without the necessity of tapering
the frame members.

(c) Reduction by half of the capacity of the tension machine and
consequently the high stresses experienced by the heavy corner
pins of the frame and other loading pieces. Its shortcomings
are mainly operational ones: being expensive due to high precision
requirements in its manufacturing process. Also each specimen has to
be individually handled and prepared prior to testing, which is

time consuming, and expensive.

The load is sheared from the frame members into the panel by
seven 3}/8" bolts along each side of the frame. The bolts shear their
load through steel doublers bonded to the external facings of the
panel along its periphery, and heavy steel blocks bonded to the internal
surfaces of the laminates and opposite to the doublers. To assure
appropriate and uniform shearing through the bolts and in-plane loading
of the panel, the specimen has to be located parallel to the plane of
the frame elements. This is achieved by grinding the doubler parallel
to the specimen facings prior to drilling the seven 3/8'" holes along




the edges of the specimen. Then the holes are drilled with the aid

of an expecially manufactured template With undersized holes (see also
section on specimens). The specimen is now put between the two frames
forming the picture frame and bolted with the center bolt along each
side (after these holes have been rimmed). The corner pins are also
inserted in their place. Then the remaining holes are rimmed with the
holes in the frame members guiding the rimmer. (To allow for this the
frame members were hardened to R.C.=35. When this procedure is complete
the specimen is delivered for putting strain gages on its facings).

Now all the bolts are inserted in the holes, the four yokes carrying

the frame and loading the corner pins are put in their place by inserting
the heavy corner pins through them, and the frame is hung in the tension
machine. The bolts along the sides are gradually and evenly tightened
with a torque wrench (to a maximum torque of 35 1lb.-in.). Then the
transverse loading elements are put in their place and the panel is

ready for loading.

Strain gages were bonded to the surfaces of the laminates and
recorded during the loading procedure by a multichannel system, to
obtain the response of the laminate. In the first stage of testing,

44 gages were bonded to the facings, Fig. 3A (Test. 515, Runs 1.7).

After carefully analysing the obtained data from these many gages and
evaluating the performance of the picture frame, the number of gages was
later reduced to 29, Fig.'SB (Test 516, Runs 1-6 and Test 517, Runs 1-10).
A detailed discussion on the choice of "satisfactory' gage location

is given in [2].
2.1.2 Shear Tubes

The shear tubes were loaded between the end platens of the
torque machine, Fig. 2B. They were fastened to specially designed end
rigs with 12 bolts at each end (see specimens). These end fixtures
have a center hub which is fitted into the center holes of the internal
end tabs of the tube. In such a manner thecentric axial aligning of the
tube in the loading machine is maintained. Tﬁe torque was applied
through these end rigs, Fig. 2B. Some clearance was left between these

end fixtures and the platens of the machine, to allow for axial




displacements and avoid the introduction of axial compression stresses

into the tube.

17 strain gages were bonded to the surface of the tube, Fig. 3C;
11 of them were placed circumferentially along the center of the tube
to record the response of the material, and the other six were placed
close to the end tabs to detect‘anY'irregular behavior; this was anticipated
close to the end tabs and might have caused premature failure of the
specimen. These gages also assisted in detecting the existence of
components of axial compression due to inappropriate alignment of the

tube between the end platens.

Two split end rings were attached to the tubes at their edges,
Fig. 2B. These rings had long arms attached to their center and strings
connected to their ends. The ends of the strings were hooked up to
the moving parts of DCDT's and hence measured the relative rotation of
the end cross-sections of the tube to which the rings were attached.
Records of the DCDT's were taken to be compared with the average gage

records along the center line of the tube.

Many of the tubes were gradually loaded and unloaded in a
cyclic manner, in order to find the influence of such a procedure on
their response and mechanical properties. Some of the results are

presented and discussed in Appendix A.
2.2. TEST SPECIMENS

In the test program six different types of symmetrical laminate
configurations were investigated for each material, see Tables 1 and 2.
The program consisted of 13 Graphite-Epoxy shear panels; 12 Boron-Epoxy
shear panelé; 19 Graphite-Epoxy shear tubes and 18 Boron-Epoxy shear

tubes. For details and dimensions see Tables 1 and 2.

The laminate facings for the shear panels and laminated cylindrical
walls of the tubes were fabricated from unidirectional prepreg tapes:
3M-SP286T3 Graphite-Epoxy A-S(5.0 Mil), .0052'"(.013 cm) ply thickness,
and Avco 5505/5.6 Mil Dia., Boron-Epoxy, .0067''(.017 cm) ply thickness.

The ultimate load capacity for each laminate configuration

was predicted with the aid of the SQ5 computer code [3],

»




2.2.1 Shear Panels

All the shear panels, Figs. 1 and 2, were made out of 8-ply
laminated facing and were stabilized against buckling with a
(3/16)" Cell x 5052 x 8.08 #/cu.ft. Al. Honeycomb core to which the
laminates were bonded. As already described earlier the load is sheared
into the specimen by the 28 bolts inserted through the holes along the
edges of the panel. To avoid edge effects the edges of the panel were
stiffened by doublers bonded externally to the facings of the panel
along their edges and by heavy steel blocks bonded between the facings
against the doublers, Figs.1l and 4. The procedure of drilling the holes
along the edges of the panel has already been described above. The
holes in the laminated facing under the doublers were drilled prior to
bonding of the laminates to the honeycomb core and the edge metal pieces.
They are oversized to assure elimination of any bearing stresses between
the bolts and laminate, which might result in severe damage to the bolts,

especially when Boron filaments are involved. (For more details see [2]).
2.2.2 Shear Tubes

The tubular specimens vary in their wall ply number, see Table 2,
to avoid premature failure in a buckling mode. The necessary number
of plies was dictated by linear elastic buckling predictions for each
laminate configuration, and tube dimensions were calculated with Wu's
computer code [4]. An attempt was made to maintain the critical load
at buckling, at least twice as high as the ultimate load predicted for
the laminate with SQ5 [3]. The load is introduced into the tube laminated
wall by shearing through steel end tabs split into three segments and
bonded to the external and internal surface of the tube wall, Figs. 1
and 5. Torque is appli;d on these end piecés by 12 bolts bolted to each
end of the tube and to the specially designed end loading rigs discussed
above. To avoid premature end failure of the tube and to assure that
the laminate exhibits strength failure, the required shearing surface
between the steel end pieces and the laminated tube wall to withstand
the predicted load with [2] was calculated with a code developed by the
manufacurer of the specimens, SWRI [5], and the end tabs designed a
accordingly. This of course results in different dimensions of the

end pieces for the variety of laminate configurations tested, see Fig. 5.
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3. EXPERIMENTAL RESULTS AND DISCUSSION

In Tables 1 and 2 the test results obtained for the shear
panels and shear tubes are presented respectively. These Tables report
the values of ultimate strength and corresponding maximum strain values
achieved during the course of tests for the various laminate configurations
investigated, as welf as the elastic shear moduli calculated from the
reduced stress-strain response corresponding to each of these laminate

configurations.

The reduced shear responses of the Graphite-Epoxy shear panels
and tubes are shown in Figs. 6A and 6B respectively, and those
corresponding to the Boron-Epoxy panels and tubes are presented in

Figs. 7A and 7B respectively.

Before discussing in detail the test results obtained for

each individual laminate configuration, some common comments in regard

to the manner of reduction of the test data and its presentation in the

present report for all of the test specimens included in the test
program, should be noted:

(a) Each laminate configuration is presented by three types of figures;
one for the panels and one fof the tubes designated A and B
respectively, with each of these consisting of two figures: one
presenting the individual responsesxcorresponding to each specimen,
and the second being the best fit representation of the
abovementioned figure. The third figure represents a
comparison study between the abovementioned figures A and B, and
is designated as C.

(b) Test data was reduced and curve-fitted according to the following
relation: y = At + BTN , Which is a three parameter relation
between the shear strain y and corresponding shear stress T, and
A, B and N are the parameters to be determind from the curve
fitting procedure (this, of course, is the well known Ramberg-0sgood
type of nonlinear response).

(¢) In [2] stiffening of the sandwich type shear panels due to the
stabﬂizing honeycomb core was recognized. A method to eliminate
this so-called "core effect" has been proposed in [2].

The comparison studies of the type C figures mentioned above in (a)




also present the ''corrected" response corresponding to the shear
panels, i.e. "core effect'" eliminated (designated PANELS CORR.),
together with the response corresponding to the case where this
effect has been ignored (designated PANELS INCORR.). Hence, this
figure also evaluates the ''core effect'" for the various laminate
configurations. The "corrected" shear moduli, according to [2],
are presented in Table 1.

(d) The stresses employed to represent the empiricalvresults experienced
by the tubes in the type B figure mentioned above in (a) are
based on the nominal tube wall thickness, i.e. number of plies in
the laminate multiplied by nominal ply thickness, rather than on
"true' measured thickness, see Table 2. As will be seen later on
in the discussion, calculations based on the actual wall thickness,
in many cases, have yielded considerably lower ultimate stress
values relative to the panels, and hence are felt to be
unrepresentative. Being aware of the fact that the laminate is
actually thicker due to excess matrix material in the laminate
with no additional fiber content, it is assumed that this extra
matrix material almost wouldn't contribute any excessive load
carrying capacity to the laminate; except to the ''weak" in shear
laminate configuration, e.g. unidirectional and cross-plied [0°/90°]
laminates. However, in the comparison studies of the type C figure
a curve corresponding to ''true" measured wall thickness of the tubes
is shown (designated TUBES T. THICK). Note that the curve
corresponding to nominal tube wall thickness is designated in this
figure as TUBES NOM. THICK. The moduli values based on the 'true"

measured thickness are presented in Table 2.

3.1. GRAPHITE-EPOXY LAMINATES

3.1.1 [0°] (Panels) and [90°] (Tubes) Unidirectional Laminates

Fig. 8A presents the responses experienced by the shear panels;
Fig. 8B‘those obtained for the tubes; and Fig. 8c a comparison study
between the response corresponding to the panels and that yielded by the
tubes, as well as an evaluation of the '"core effect" for this
laminate configuration. It appears from Figs. 8A and 8B and Tables 1

and 2 that the tubes sustained considerably higher strength values than




did the panels (by about 24 percent), and experienced a slightly higher
shear modulus. This is also observed in the comparison study of Fig. 8C.
Similar conclusions are drawn from Fig. 8C when considering and comparing
the curves representing the ''corrected" response corresponding to the
panels and that reduced for '"true'" stresses of the tubes. Also see for
comparison Tables 1 and 2. It is also observed in this figure that the
panels and tubes respond very similarly up to the failure stress

corresponding to the panels.

The main conclusion to be drawn from the comparison study in
Fig. 8C is that in the case of unidirectional '"weak" in shear laminate
one cannot ignore the so-called '"core effect" which is observed to
extremely alter and affect the response experienced by the laminate,
and to considerably reduce the shear modulus, .57x106 psi relative to
.90x106 psi. Also, the strength is drastically reduced from 8.7 ksi
to 6.1 ksi.

Fig. 8B reveals that there is almost no scatter among the results
experienced by the individual tubes, whereas Fig. 8A exhibits a consider-
able scatter among the panels, in particular in-the shape of their
individual responses. Table 1 indicates that one of the tested panels
was damaged prior to testing. This panel corresponds to Test 517, Run 3.
of Fig. 8A. It is observed from this figure that the response of this
panel was affected by the damage at the region of high stress-strain levels
where the behavior appears to be irfegular. The strength, however, was
unaffected, and it is seen from Table 1 that this panel experienced 2
higher strength than the panel of Test 516. Due to its irregular
behavior the response corresponding to this panel had to be truncated
at a stress lower than its ultimate. Note also that this panel
response was very much like that of Test 516 up to the stress level where
irregularity starts. Fig. 8A also reveals that these two panels responded
differently from the panel corresponding to Test 614. Apparently they
belong to the same batch, whereas that of Test 614 was manufactured

later to replace the damaged panel.




3.1.2 [£15°] Laminates

The responses yielded by the shear panels are shown in Fig. 9A,
and those experienced by the tubes in Fig. 9B. A comparison study
between the panels and tubes is presented in Fig. 9C. It is observed
in Figs. 9A and 9B, as well as Tables 1 and 2,that the tubes yielded a
higher ultimate stress and shear modulus than did the panels. It also
appears from Fig. 9C that the response of the panels differs completely
from that of the tubes, independent of whether the panels are '"corrected"
for "core effect" or the tubes accounted for in 'true" measured thickness.
It is seen from Fig. 9C that once the '"true" thickness is taken into
account, the response of the tubes is similar to that corresponding to
the panels where the ''core effect' was neglected. Again, as for the
[0°] laminate, Fig. 9C categorically denies neglect of the "core effect"
for the present laminafe configuration, though the reduction in strength
and shear modulus is not as pronounced as for the [0°] laminate.

Also, the shape of the response is not seriously affected.

3.1.3 [£30°] Laminates

The responses corresponding to the panels and those yielded
by the tubes are presented in Figs. 10A and 10B respectively and the
comparison study between the panels and tubes is shown in Fig. 10C.
It appears from Figs. 10A and 10B that the two types of specimens yielded
similar strength values, but the tubes experienced a significantly
higher modulus than did the panels (by about 41 percent). However,
when the comparison study of Fig. 10C is considered it is observed
that when "true' stresses are accounted for in the tubes they respond
very closely to the panels where the '"core effect" was ignored, but experience
a considerably lower strength than that yielded by the panels. This figure
also reveals that for the present laminate configuration the "core effect"”
becomes almost immaterial, and hence may be ignored in analysing the

experimental data.

3.1.4 [+45°] Laminates

Fig. 11A presents the responses obtained for the panels;
Fig. 11B presents those yielded by the tubes; and Fig. 11C the comparison
study between the panels and tubes. It is seen from Figs. 11A and 11B
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as well as Tables 1 and 2 that, in comparisoh to the panels, the tubes
experienced a considerably higher shear modulus and consequently a

different response (see Fig. 11C). Also these Tables indicate that

the nominal ultimate stresé corresponding to the tubes is noticeably

above that experienced by the panels. 'However, when the results are
evaluated on a basis of the comparison studies of Fig. 11C, it is recognized
that the tubes experienced strength values significantly lower than

those yielded by the panels, and their response is very similar to

those yielded by the panels where ''core effect' was eliminated. It is

also seen from this figure that, as for the [£30°] laminate of Fig. 10C,

the "core effect'" is immaterial.

3.1.5 [0°/90°] Laminates

The responses corresponding to the panels are shown in Fig. iZA,
and those to the tubes in Fig. 12B. A comparison study between the
panels and the tubes is presented in Fig. 12C. It appears from these
figures, Table 1 and Table 2, that the panels experienced far higher
strength and modulus values than did the tubes (about 57 percent in
strength and 53 percent in modulus). It is worthwhile noting that
both the panels and tubes responded with a much higher stressing/straining
capacity than that experienced by the [0°] laminate configuration.

In spite of this it is found that correlation between the responses
of the two configurations is very good up to the failure stress of the

[0°] laminates.

Fig. 12C indicates a one to one correlation of the tubes
(where stresses are based on nominal thickness) with the panels, when
"core effect'" is unaccounted for, except for the very high straining
of the panels relative to the tubes. When "true stress is considered for
the tubes, it is found that it influences this type of "excellent" agreement.
This figure, as for the [0°] laminates, again reveals the very pronounced
effect of core stiffening on the "weak" in shear laminates. Hence,
the existence of '"core effect" should be recognised when reducing the

empirical data of the present laminate.
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3.1.6 [0°/+45°/90°] Laminates

Fig. 13A shows the responses yielded by the panels; Fig. 13B
those experienced by the tubes; and Fig. 13C a comparison study between
the two types of specimens. Figs. 13A and 13B reveal that the tubes
responded differently from the panels, experiencing an appreciably higher
shear modulus than did the panels (see also Tables 1 and 2). It is also
found from Tables 1 and 2 that the tubes yielded considerably higher
nominal stresses than did the panels. It is observed in Fig. 13B that
there is a significant scatter among the responses yielded by the
individual tﬁbes, where there is none among the panels of Fig. 13A.

The comparison studies of Fig. 13C show that when ''true' stresses are
considered for the tubes they respond even less stiffly than the panels
for which the 'core effect'" has been eliminated, and experience strength
values considerably below the ones obtained for the panels. It is

also apparent from Fig. 13C that "core effect' again gains its importance
for the present configuration and hence should be considered when

reducing the empirical data.
3.2. BORON-EPOXY LAMINATES

3.2.1 [0°] (Panels) and [90°] (Tubes) Unidirectional Laminates

Fig. 14A presents the responses corresponding to the panels;
Fig. 14B those yielded by the tubes; and Fig. 14C a comparison study
between the panels and tubes. These figures together with Tables 1
and 2, reveal that the panels experienced considerably higher stress-
strain ultimate values relative to the tubes. It is seen from Fig. 14C
that excellent agreement exists between the response corresponding to
the tubes based on nominal stresses, and that corresponding to the panels
with the "core effect'" neglected. It is seen from this figure, as well
as Tables 1 and 2, that the shear moduli corresponding to these responses
are almost alike, whereas the strength of the tubes is appreciably
lower than that experienced by the panels. It is also observed in Fig. 14C
that there is also good correlation of the response corresponding to
the tubes when ''true" stresses are considered and that yielded for the
panels when the "core effect'" is eliminated. In this case the difference

in strength values is’not as pronounced as that for the representation
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discussed above. As before for the [0°] and [0°/90°] '"weak" in shear
laminates, the response of the present laminate is also influenced
extremely by the honeycomb core. Hence 'core effect' cannot be ignored
in data reduction of the present laminate.
In Fig. 14A peculiar behavior of the panels is observed where
at about a stress level of 7.ksi both tested panels exhibit a "yield"-like
phenomenon. No such behavior is observed for the tubes of Fig. 14B..
Also, no significant scatter of results is noticed up to this stress
level, whereas beyond this point scatter of results becomes appreciable.
Fig. 14B reveals some scatter among the responses yielded by

individual tubes.

3.2.2 [+15°] Laminates

The responses corresponding to the panels and tubes are shown
in Figs. 15A and 15B respectively, and the comparison study between the
panels and tubes is presented in Fig. 15C. It appears from th%se figures
that the panels responded completely differently from the tubes; the
response of the tubes based on nominal thickness is considerably stiffer
than that of the panels, and‘hence experienced a shear modulus considerably
higher than did the panels (by about 73 percent). However, the strength
corresponding to this response is slightly lower than that yielded by
the panels (see also Tables 1 and 2). The comparison studies of Fig. 15C
reveal that once ''true'" stresses are considered when representing the
response of the tubes, it agrees very well with that yielded by the
panels with "core effect" not accounted for, but in this case the
ultimate stress is drastically decreased relative to the tubes. The
comparison studies of Fig. 15C indicate that a '"core effect'" still exists

for the present laminate and should be considered when analysing the test

data.

Figs. 15A and 15B reveal that more pronounced scatter was
experienced among the results obtained for the panels than that for

the tubes.
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3.2.3 [£+30°] Laminates

Fig. 16A presents the responses corresponding to the panels;

Fig. 16B those yielded by the tubes; and Fig. 16C is a comparison study

between the panels and tubes. It is observed in these figures, as well

as Tables 1 and 2, that the tubes experienced considerably stiffer

behavior than did the panels, but on the other hand sustained lower

strength values. It is found from Fig. 16C that when '"true" stresses

are accounted for in the tubes, they respond only slightly more stiffly
than the panels, for which ''core effect" was neglected. However, they
yield a very low ultimate stress relative to the panels. Fig. 16C

also shows that for the present laminate configuration the existence of
"core effect" is immaterial and hence can be ignored.

Almost no scatter is observed among the results yielded by the
panels in Fig. 16A, whereas a significant scatter exists among the
results corresponding to the tubes in Fig. 16B, expecially in regards
to the ultimate stress experienced by the tube of Test 539,Run 1 which
failed at a very low stress (about 43 percent of the stress corresponding
to failure of the tube of Test 535, Run 17, see also Table 2). This tube
was tested and torqued with the combined loader of the NASA Langley
Research Center, because SQ5 [3] predicted an ultimate torque corresponding

to the [+30°] Boron-Epoxy tested tubes, which was beyond the capacity

of the machine of Fig. 2B. Similar results were drawn from the stresses

experienced by the shear panels. For undetected resons this tube failed

under a very low torque, and hence it was decided to test the other

tubes in the machine of Fig. 2B. As a matter of fact none of the ultimate

torque sustained by these tubes exceeded the range of the machine.

3.2.4 [+45°] Laminates

v In Fig. 17A the responses yielded by the panels are presented;
in Fig. 17B those experienced by the tubes; and in Fig. 17C the results
for both panels and tubes are compared and evaluated. It is found from
these figures, as well as Tables 1 and 2, that the panels sustained
considerably higher strength values than did the tubes, whereas the tubes
responded in a considerably stiffer manner when nominal stresses were

considered. Fig. 17C reveals that once ''true' thickness of the tube
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is considered the tubes become appreciably less stiff than the panels,

and their strength is further reduced significantly in comparison to

the panels.

It is apparent from Fig. 17C that '"core effect', too, is

immaterial for the present laminates.

It is observed in Fig. 17A that there is almost no scatter
among the results yielded by the panels, whereas Fig. 17B and Table 2
reveal a very pronounced scatter among the ultimate strengths experienced
by the individual tubes. It is seen from Fig. 17B and Table 2 that
the tube of Test 535, Run20 yielded a strength value which is about
179 percent and over of the strength values obtained for the tubes of
Test 538. Again, as with the [+30°] tubes, these tubes had to be tested
in the combined loader because SQ5 [3] predicted an ultimate torque
. which was beyond the range of the machine of Fig. 2B. Such torques
were also expected due to the results experienced with the panels.
When testing with the combined loader, the tubes of Test 538 failed
under very low torques and hence the third tube was tested in the

torque-machine of Fig. 2B.

3.2.5 [0°/90°] Laminates

Fig. 18A presents the responses experienced by the panels;
Fig. 18B those yielded by the tubes; and Fig. 18C a comparison study
between the panels and the tubes. It appears from these figures, together
with Tables 1 and 2, that the panels experienced extremely higher
stress/strain and modulus magnitudes in comparison to the tubes when
the "core effect" was neglected, hence they responded in a considerably
stiffer manner, as can be observed in Fig. 18C. This figure reveals
that once the 'core effect' is eliminated in the case of the panels and
the stresses corresponding to the tubes are calculated on a basis of "true"
thickness, the response yielded by the tubes becomes identical with
that experienced by the panels up to the failure stress of the tubes.
It is observed in Fig. 18C that the response corresponding to nominal
thickness of the tubes is only slightly different from that based on the
"true'" thickness. This figure, like for the previously discussed

"weak" in shear laminates indicated that 'core effect" cannot be neglected
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in dealing with the test data of this type of laminate.

Like the Graphite-Epoxy laminates it is again observed
that this type of laminate exhibits a very high straining capability
in comparison to the [0°] laminates. It can also be shown that, up
to its failure stress, the response corresponding to the [0°] laminates

is very much like the present one.

No scatter is observed among the results yielded by the panels
in Fig. 18A, whereas a noticeable scatter is found among the tubes of

Fig. 18B, particularly observed in the nonlinear region.

3.2.6 [0°/+45°/90°] Laminates

The responses cofresponding to the panels and tubes are presented
in Figs. 19A and 19B respectively. A comparison and evaluation study
of these specimens is shown in Fig. 19C. It is observed in these figures,
and Tables 1 and 2, that the tubes experienced very low strength values
relative to the panels, but exhibit a considerably stiffer response.
It appears from Fig. 19C that when the '"true" thickness is accounted
for, the tubes become less stiff than the panels. Fig. 19C also reveais
the existence of insignificant '"core effect'. Hence its influence can

be ignored when reducing the experimental data.

No scatter is observed among the results obtained from the
panels in Fig. 19A, whereas extreme scatter is found among the results
yielded by the tubes as regards the strength values, see also Table 2.

The tube of Test 538 experienced an ultimate stress of 146 percent

which is above the ultimate stresses experienced by the tubes of Test 535.
Again, SQ5 [3] predicted for the present tubes an ultimate torque

beyond the capacity of the machine of Fig. 2B. Hence the tubes had

to be torqued in the combined loader. When it was found that the tube

of Test 538 failed under a very low torque, the remaining two were tested
in the machine of Fig. 2B and failed even under lower and almost identical

torques.
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CONCLUSIONS

The modified biaxiaxial, tension/compression, ''picture frame
designed and built for the present test program displays very
good performance, i.e. uniform ‘“‘pure’” shear state of stress
almost all over the area of the panel composite facings and very
high strength values. Hence, its applicability as a reliable
apparatus for satisfactorily defining the inplane shear response
and strength allowables of high performance composite laminates

‘was categorically verified.

The immediate conclusion of (a) is a preference for shear panels
rather than shear tubes, usually assumed to display a '‘pure’
shear state of stress, for investigating the objectives of a

test program such as the present one. In spite of the complexity
involved in manufacturing the panels and the tedious procedure

of preparing them for testing, the shear tubes were not found

to be even an equivalent competitor. It is very difficult to
manufacture a tube which will meet the design specifications,
especially the required wall thickness. Usually they are observed
to be considerably thicker. Also more efforts are required in
their manufacturing process than for the panels. Nevertheless,
the tubes display very poor response, in particular low strength

allowables.

Pronounced strengthening 'core effect" was recognized in the
""'weak" in-shear laminate configurations. This effect should

be considered and accounted for in‘reducing the test data to
obtain the shear response corresponding to such laminates. The
method of determining the "core effect' ehich was proposed in
[2) and was only strudied and evaluated on the experimental data
obtained for a particular core should be further extended to

different core types and sizes to verify the method of [2].
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APPENDIX A

The advantageous application of advanced composites isn't
categorically advocated unless there exisfs,among other requirements,
ample knowledge and physical insight into their response and performance
under cyclic loading, and their loading and unloading characteristics.
Though the present test program wasn't aimed at studying the influence
of the abovementioned loading procedure, an attempt was made to gather
such kind of information during the course of the test program for many
of the shear tubes. These tubes were gradually torqued and unloaded
in a cyclic manner and the results achieved from this test procedure
are presented in Figs. APAl through APA6.

Figs. APA1I and APALII present the results of cycling tests
on two [+15°] GR/E tubes. No significant effect of this loading procedure

on either one of the specimens is observed.

Loading and unloading effects on three [+30°] GR/E tubes are
shown in Figs. APA2I through APA2III. These figures reveal that only
the tube of Fig. APA2I was unaffected by this loading procedure.

However, one may observe that the initial recorded strains are unreliable
as long as the shell is '"settling" itself in the first stages of loading
and that with further loading of the specimen the responses of all

cycles are very much alike. Hence it might be concluded that loading

and unloading have had almost no effect on the behavior of this type

of laminate configuration.

Fig. APA3 presents the results of a cycling test on a [+45°]
GR/E tube. It appears from this figure that load cycling slightly
influenced the performance of the laminate, where the modulus increased

insignificantly with each new cycle.

In Figs. APA4I and APA4II loading and unloading effects on
two [0°/90°]JGR/E tubes are shown. It is observed that the loading
procedure has had an appreciable influence on the performance of the
laminate once the tube was considerably loaded in a preceding cycle.
It is seen from both figures that the first low load cycles have had
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no effect on the tubes whereas the last cycle was accompanied by an
appreciable reduction of the laminate modulus.

Figs. APASI and APASII present the results of cycling tests
on two [0°/%45°/90°] GR/E tubes. Neither of these tubes exhibits any

influence on its response due to this loading procedure.

The influence of loading and unloading on the response of a
[0°/90°] B/E tube is shown in Fig. APA6. It appears from this figure

that each cycle is followed by a noticeable decrease in the stiffness
(ﬁodu1u§ of the tube.




20

psleuTwITS ,30935359 @x03,; ( )

s oo o
s e

(uorssnostg pum s3Insey &9s) uswroads pefeue| ,,

n9%50°=L900°Xg -

Axodg-uociog . -
u9IV0°=2500°xg - Axodg-sirydeay :SSOUNDTY] [BUTWOU dlBUTWE]

]
(9 ¥) j€z°vS 16°9S £50° Gy 1v-2 v ve SY0- e m
. . 6/, °
0°11 €9°v o9 8y 96" 1S PSO- jj o'z | vLz | 1vig LE7LT vv0 [006/,5%%/.0]
(09°) jo9v 11 sz 1 ¥s0° (69"} | vi°8% 08°S1 1428 [.06/,0]
STy L8 1 STIT 8L°11 €S0° || 0°06] s6° 95 LT §9°S1 S¥o- eTTle
(01°8) [o0L°18 FL°18 zs0° (60°¢) | zs-0g 9492 144 [.5V7] m
20°01 L8 sz zL SC VL 2SO0 || 20T | 2v'v | St°vb 9y ° 8¢ ¥¥0° ° w
_ 95°S¢ $2°0¢ SH0" w
(61°9) | 2L 28 2€°SS £50° (p1°¢)| 06°¢¢ €562 vyo* [,0£7] !
S°8 9% 9 | 66°95 08°6S €s0° || z°6 LY'S | v1°0¢ $8°92 Sp0*
(02°2) | Ly'sg 22 LS £50° (8" 1)| ¥8-vz v9°1Z 20K [,ST7] :
S*ST L6°C | 6S°SY 88 v ZSO° il €741 1471 | 1TULT 1L°€2 228 te
—_ LS'6 62 L 6£0° m
(99°) | v¥°8 0L°8 Zs0’ - (Ls*) | go0°11 £€8°6 *xSP0° [.0]
S L2 £6" 8¢°6 £€0°01 ¥S0- 06" L8°8 80°§ 9v0°
g-0Tx [rsdgorx | (STTN) -a ﬁmmﬂxu “Wo1y3 ||¢-01x 'Tsdg0TX ﬁmMMwu (sdry) “¥oTY3
: . (ar3 : 1 ]| -awod ‘u93 ‘seauw ., -1 (313 1 _.mzou "N4L *SBaWl {| UOTIINIISUOY .
w ¥PUA L 1s0q) | .300330 d'+ d 2 || TR 3seq) | uavezge djr T4 .
w Ax9 {102, oN *u Ax9 |axo0o,, oN * ud. ojeucwe] |
m ("IN 9°S/S0SS 0DAV)AX0dd-NOYOd (£1982-dS WE)AXOdF-ILIHAVYEO w
L : w
Isd ¢01 = 1) 1
(ed) 1BOS®Bd ¢OTXLSL¥68°9 = Tsd T
3d103 punod 01 = dry 1 o
(N) uoamap ZTT8Yy v = 9d103 punod | SIINSaY 3s9] - sydued IBOYS 1 FIQVL
(w) sxjou 7-0TX0PS°Z = (yout) .1




ot

R @

INAL P

CRIG
OF

1sd ¢01 = 1% 1
(ed)TROS®Bd OTX(S5.¥68°9 = Tsd | ,
, 8dx03 punod ¢01 = dry 1 SSIURITYI paansedw , 3N, o3 Surpuodssarxod sanfea 1Inpoly ( )
(N)uoIMeN zzz8b¥ v = 99103 punod | : : s Ut Pa1s
() 139w ,_0TX09S°Z = (Y2UT) I (041 VSYN) 1dpeOl pauTqued ur paisa .
“ g T P vg zt, 9561 [ g86°8Z |l zs0°S| 10°9 | €91° R
! £°s (6.°¢)] ss'11| sz'st ! sstoz |l 8zo"g | o00's } 691 | LOU 4.,06/,59%/,0)
18°S 91°61 | S9°82 !avb'Zv || 620°€  10°9 | 091"
N — —_ - — 15°¢L 66°L 2079 850°¢ [ 00°9 | LS0° sz
£9° 1£°9 -l 99° SS°¥ 69° L2z ‘sgl (29 )| €178 87°8 Ig°9 250°¢ [ 00°9 | SSO° | pSO” {.06/,0]
- —_— — v9° 1 90°% 61°L £p°S 850°€100°9 | SSO°
69°S €e°8 61°9 8E0°S 1 86°S | 6L0°
‘prf (§L° )| 99°S 09°8 6£°9 Zv0°s 1 00°9 | 780" | ¥SO" 181.05)
£0°1 66°% £6°9 91°S ££0°¢100°9 | si0°
15792 | £0°S¥ | 2Z°8¥ || $SO°"¢ [ 00°9 | 9¢1- s¢ ;
yd 1y (¥6°L)) 90°ST | $£T°ST |«bL°9Z || 850°S | 66°S | vST* 080" (oS¥#]
7 O "S1| 9v°21 | 95702 146022 ] SSO'€{96°S | 251"
0S°1S | S9°Lv | 26°0S Y ¢£0°¢€| 1079 | 21" s€
. \\\\\\\ 2°s (1z°2)} stog | ¢w6°1s | 9u°ss |l cso°g) o009} s11° 080" [.08%) |
< ' . A 00°0T| L2791 ] €5°0z [s90°z2 |l vs0'¢{96°c | (60" |
\\\\ 08°92 | £0°65 | SO'¥S || szo'g| 1079 [ 9st- b
Pl \\\\\ o1} (22°2)] se¢tzz ] 6572 ! vrosvil oso's| 109t oSyt | LO0T° 7517
-~ ird B i | 30" 96°1Z | v zg | 69°¢b || zZo's|10°9 | 8S1" | I |
(VIO “7TIW 9°S/S0SS ODAY) SILVNIWVT AXOd3-NO¥Od !
1 poete et lree Towwroz ere ve 01 0z ] vorgz bostrae]l szorslzo'g Tzt 1ST
spes | S8 Ty licre | 1gU07 fjzrs £S°11 98 (zg:2)| oo'sz| si6g | sg It |l 066°2) 09 | 0f1" £80° | [.06/,5p7/L0]
— = . 62°s | vs0z | 0z°sz | s9'6z| vss'z]z0'9 ! itr _
oL* 6L 90°¢ i 08 80°C 08 (St Te° 11} 8S°T1 | v2°9 SI0°S [ 81°9 | ¢pO° )
-_— : _— —_ 86 SL0T 1 6279 vz0o'c | 91°9 | 9vo- L sz
_— 19" ¢ Z0°9 0L° 12 &4 0L° SZ°1 ‘gef (Ss° )| €z°8 ov'e6 | zo'9 €91°€| 91°9 | 8v0" zvo” | [+08/.0]
—_— — —_— —— 09° 09°6 62°01 | 90°9 CE0°€ | L1°9 | S¥O- |
_— —_— - —— | — 8v°8 21zt “ 207 L vEO‘S{ 00°9 | 090" i
— - -_— | — 2z (997 )] 998 L£°21 1 0172 010" 00°9 | 090" o | 18(,06)
— —_— s — ¥6° 06°9 89°01 | 81°9 £20°€100°9 | $90° !
_ 98°S | 8.°¢S-{l vL°S 66°0€+{ 66°§ zLr0g- O1°SS | ST'8y ;| 8.°SS|| 1vO'S| 86°S | Ict° |
el —_— —_— —_— - (1£°%)| 99°9¢ | 88°¢S | ¥0"09j zvo'c{ 009 I zz1° g0 |l ST, 5p7)
o= -— - —_— i 82°9 ¢s'8z | 1e°te | zetsvll 056 s o009 | oz ”
b R €0° 05~ S0°sz- 10°ZZ | 06787 | Zi'¢S|l S20°¢| 00°9 t 601" i i
ﬁr\ i 90°¢ 9z¢t | s0°s ££°01 L {89°¢)| sc6z | 06785 | Sz'ev{l :20°c!00°9 ' ottt | egor o ST[.087]
b vi'y | 89°0v-ll69°¢ 6€°52-1 sS°¢ 8t Sz 16°¥ 60°22 | 88°9¢ | 895°0vi 810°c| 009 i cr71- ! { |
; ; 20"z | so°Is [Jo1'T S€°0z ([ 90°2 65701 ¥9°zZ | Z8'Lz SCTISI pZ0°S ) 86°C | ZOT' | Eg ﬂ
{ ; A A R A Ol | I 4 A4 zr-oz il 9c-z 6¥°01 o1} (zZ8°M)| wg'gz | OF°8Z nm.~m~ £00°S{ 009 ; 101" g0 || S[.s17) :
" i — sz'¢c £0°9z 1 19728 | ¢8°SEy v00°S! 10°9 ! vOl” :
| Tsd . tsd (ut- tsd (ut- 18d (ur- _01x{ TSA0IX | (1Y) | (Is¥) | (ui- (81 ' opdma} (pyaf |
LgOIx | 00T | ar) || 901 | avn) [l gotx | apny h £, (313 ‘sesw | cwou § qry) | 14)| “seam M
H H [3-Y . '
i Maxo Hlggg) Mo jllaxg| 1y | Lixg W Ve Ty | e HorRRses
} | ) i {(£x9) | : : : sjpuTUE]
; aanpasoxqg Burpeolupn § Suipeoq yiBusais o peoy 93BWIIIN m AI10W099 . w i
L i

(£1987-dS WE) SILVNIWYT AXOd3-FLIRdWIO :

S1(nsay 3531 pUE SUGTSUAWIQ - Soqn) aesys 7 Jigvl

<



N3WIO3dS UVIHS HOMONVS VI 914

S13Gnop Gely \
V- 39S \\ _ <
sioq Oely , V 4—
L9X0ix 01 T
(dAy)
.~mup
J _
\ |
(send g) 9wuUIWD) [ ,
JOOLUSPI 193YsS = _
35D} papjowdid Yyopas <2 _
(dAy)
. JU3IDAIND Jo = \ «09
7-€Zl W4 Yim papuoq
\Tﬂ . oo (k)
» . . ..o.m E
9102 qUIOK3UoH |y uoidaLp
HN2 {'8X Z2G0S X 192 ,,91/€ _ uoqil 3402
_ . i '8 uondalp
SixD Jolow w
(d&y)
"¥.G20 ,

0SIE OOWYVN
£-6L puoqoubow




bondline steel end tabs

\ K (inside and outside)

7

. g \’ﬁv@
,"00 ¢

tubing ends milled flat and
lﬁ.?S-i r‘.75~1 paraliel to within 003 in
; ——

T

I Iy H
LB [H] .
(\‘L L7 ! AN I|
I/ I’ N
I I/ h \'I/
—
' !
l |
[
' 0D LN
L [ o | bondline
l |
l
; |
| !
"\ it /‘f
I\ ! |
I. \ il / i
N n h
4| RN i A k |
x 11 H 1 H L

l————¢3'.0———«|tl- l’a%}\o

a-calculated to withstand ultimate load
t-number of plies x(.0052) for Graphite/Epoxy
x(.0067) for Boron /Epoxy
calcutated with (12) to avoid buckling
adhesive Nitrile/Epoxy per MMH~A -132 type !
end tabs; 1010-1080 mild steel thick wall tubing 45/

FIG. 1B TORSION TUBES-DIMENSIONS AND DETAILS







bt
it N




&

e
&




AN
g




=







e

—

e




(03133M00) STBNVY YYIHS AXODI-ILHAVES £1982-S WE 240 3SNOJS3Y WV3IHS Vo Big N
(%) Sy
0'¢ 57 0z !
0510 -
%55"%
o5l
o06/57%0

—o¢
=
.8

—09




@
9,
N
<
8

'y
G

k
-l
LLy




(d3134HO0 ) ST3INVJ YV3IHS AXOd3-NOHO8 'VId "IN 9'6/S0SS OIAY 30 3SNOJS3Y YV3HS Vi Oid /Mw
Ce) “% .
0t ¥4 02 Gl 01 S0 oo

474

(1s%) %o




S38NL YVIHS AXOJ3-NOHOE VA TN 9G/5066 0JAV 40 3SNOLSIM ¥YIHS 8L T I
(%) % o . |
G2 02 g1

| o

o06/0 ¥—




10

N

(31

L

(%)

SHEAR STRESS (ksi)

A

0

0 02 04 06 08 10 12 14 185
OTESTSI6RUNG6  SHEAR STRAIN (%)
O TEST 517 RUN 3 |
O TEST 514 RUN 1

9

~3

on

n

&H

w

SHEAR STRESS (ksi)

~»N

Gxy =090x106
|

-

0
0 02 04 06 08 10 12 14 18
SHEAR STRAIN (%)

FIG, 8A SHEAR RESPONSE OF PLANAR
SPECIMENS 0° GR/EP

35




x1g3
14 T
|
| |
{2 L//”/ig
[ T s

10 e =l
— L~
5 Pl
& X
vn 8 v
33 ,//VJf
E 7

6

7,

e
& Ty /

2

00 000 .008 .006  .008  .0i0 .0i2  .0i4  .016  .0i8 .00 .0

SHERR STRAIN (IN/IN)

O TEST 535 RUN 22
O TEST 535 RUN 23
<O TEST S35 RUN 24

X103
14
12 .
‘MA*""’
//‘
~ 10
% P
a ]
& v
e
» g
& )
¥ @
oy -
» /r Gyt ={-939|x 108
0
0 .002 -00Y4 .006 008 .010 012 .01y 018 018 020 Ny 744 é;

SHEAR STRAIN ( IN/IN)
FIGURE 8B ;-SHEAR RESPONSE OF TUBULRR SPECIMENS-C809 GR/EP




SIIVNIWV AXOd3-3LIHAVHO €1982-dS WE

(%) Ry .
0¢ Gl

0l

S0

_

"1402 s)aupd

_.xu_é \\\
a mwnsuV\\\\
*\\\\

a1y
"‘wou saqgn)

"1402U sjaupd

°0 40 3ISNOJSIM WV3HS IF 019 Y

0

—0

(1sy) ko

—01




30

(]
o

N
. O

SHEAR STRESS (ksi)
o

=)
|
N

SHEAR STRESS (ksi)

0 N 2] m»im ) "~ 3 o 4"?
(0 02 046 0 OB 0 12 i =
O TEST 5i6 RUN 4 SHEAR STRAR (R
0 TEST 817 RN 1
30 e
A
P
25 N
i /{,44 i
20 SN R
/“/
35 — ‘ y/“i.«_ S S - et
L !
Ve /
10 ,x‘/; T ;
6 | i
0 l

0 02 0& 08

FIG.9A SHEAR RESF
GR/EP

oo,
S

{

=
‘[Kz‘;v '\

N o

ot

CF Pl




SHEAR STRESS (PST)

X103

35 J [ T
.? o
30 —
/@,
g
25
>
/’V%/
20 — //
//
15 //
/
pd
10 Vi
.

s //

OV/ |

0 .02 .004  .006  .008 .0l -0lg  .014  -016

SHERR STRAIN (IN/IN)

O TEST 613 RUN 1
O TEST 813 RUN 2

<& TEST 613 RUN 3

X103

35

30

N

n)
o

N

SHEAR STRESS (PSI)

AN

"
n)

c e Gxt =|.2P5|x 107
A .
0 - 37
0 O0e L0049  _.006 008 010 01z 014 -0l6
SHEAR STRAIN (IN/IN)
FIGURE 9B ;-SHEAR RESPONSE OF TUBULAR SPECIMENS:
[£159] GRIEP




| O-;(y (kSl)

tubes nom.
thick
25—
tubes t.
thick. 7
| .
/
20— /
/
,/ panels
/ corr.
/
| /
15— // panels incorr.
/
/
/
/
/
//
10— /
/
/
/,
/
//
S— /4
/
0 05 10 1

5
Yy (%) : y [

FIG. 9C SHEAR RESPONSE OF #15° 3M SP-286T3

GRAPHITE-EPOXY LAMINATES




w
(=

(ksi)

N
w

N
o

—
N

SHEAR STRESS

—
o

]

0o 0f 02 03 04 05 06 07 08 09 10 1
O TEST 515 RUN 3 SHEAR STRAIN (°4)

O TEST 515 RUN 6
() TEST515 RUN 7

40

Lk

w
o

(ksi)

~N
[44]

~N
o

SHEAR STRESS
o

-—
o

/

Gy = 3.47x106

0
0 Ot 02 03 04 05 06 07 08 09 10 1 6//
SHEAR STRAIN (°)

FiG. 10A SHEAR RESPONSE OF PLANAR SPECIMENS 130° GR/EP




X103

40

36

32

28

N
-

~n
(=]

SHEAR STRESS {PS1)

A
[{{// 4 T N T T T O o
. /ﬁ/ 0 O O O T
p74 _ |
7 I o
. b b L -
V, NN RN
q /j S,
y P
0 1 ! .
0 001 002 .009 W06k B0 e0s o W66h e T La0g
O TEST S35 RUN 9 SHEAR STRAIM (In/In:
D TEST S35 RUN (D
< TEST 8§35 RUN 13
X103
40 [ ! - ]
} @ L,_ém,mj V/Q’ )
%8 % - L N R
RN ANE
L |
L ]

9\\ i

1
iy
H

E

N

- S S N
PN

-
N

a
24 ey ey
< LV
- JEL SN -
4
= /! !
7 - | -
[+:4 A ]
-3
4
7]

12

/|

0 -001 T
SHERAR STRRIN { [N/IM}

FIGURE 10B;-SHEAR RESPUNSE (F

et <5




tubes nom.

L thick.
30 R
M
=
X tubes t.
5 thick
20—
|

panels
incorr,

~panels corr.
10

10
Yy (%)

FIG. 10C SHEAR RESPONSE OF £30° 3M SP-286T3
GRAPHITE-EPOXY LAMINATES

0

0 05




o
(34
i
T
¥

40 /w
35

w
o

™~
o

N
o

SHEAR STRESS (ksi)

—
(&4

-
o

0

0 0f 02 03 0 65 Gf 67 ¢
O TEST 517 RUN ¢ SHEAR STRAD (%)
O TEST &7 RUN 10

4% T

40 /

35 R

30

20 ‘_,:}:/(»..-.A e e .

SHEAR STRESS (ksi)
AN

A I e
15 A

10 \ RS S JUE—

0 01 02 03 04 45 06 07 0
SHEAR SiRAL
FIG.11A SHEAR RESFONSE OF PLAMAR SPECIMENS 2687
GRIEP




AN

&
ORIGINAL PAGE
OE POOR QUALITY

40

‘\\\\

\\ \\\

8

R

3

SHEAR STRESS (PSI)

-
il

-
=4

0
(1) .
O TEST 535 RUN 25
O TEST 535 RUN 27
© 'TEST 535 RUN 30

X103

003 O 005 o
SHEAR STRAIN (IN/IN)

0q7

008 -009 -010

45

40|

8

R

8

SHEAR STRESS (PS()

-
n

10

28| x

0

0603 .04 _.005  -006 .007
SHERR STRAIN (IN/IN)

-00% EJN-S .‘AIO

f IGURE 1B ;-SHEAR RESPONSE OF TUBULAR SPECIMENS-C+4S2 GR/EP 7{255




o?(y ('KSL)

40;......_

FIG. 1C SKHE
SP-78
LA

4
A
il vl
VA




20

&
7]
()
w
W
=10
(¢ 4
<
w
" o
7p)
5
o .
0 1 2 3 4 5 6 7 8 9
O TEST 515 RUN 1 SHEAR STRAIN (%)
O TEST 515 RUN 2 |
20
/——'c
U]
<
(2]
v}
W
& 10
("2)
[+ 4
] Gxy=0.93x 108
&
5
0
0 1 2 3 4 5 6 7 8

FIG. 12A SHEAR RESPONSE OF PLANAR SPECIMENS 0/90° GR/EP

SHEAR STRAIN (%)

9 l/z




x1g3 o
12 5 ,L E ;
1t //,_, o
A 1
10 7 ) V4 |
/ 1” s ”“
b A’J‘f // ~ )
A
£ £
e 7 7 % T
— 7
g AL
3 A7
7] ;197(4/ -
Ay ZEnE :
/i 1T
!kf %
T T B B B B iy it s Sy S St S By
4 2 b
l [W_
/ NN
° or JE T R AT T
SHERR STRATMN CIN/IM}
o TEST 521 RUN 1
o TEST 622 RUM 1
O TEST 622 RU¥ 2
A TEST 535 RUN B
X108 o ‘
120 1
1 e Lo
T /,5‘;/ B
106 -
l[ T
-} -r_.. o
.
8l
1 // {
A
/

SHERR STRESS (PSL)
@«

<t

i
e e
Lo

L.

-} -aus

g

7 TReg
EHIAR STHALN (6

FIGURE 128 -SHEPR RESPONSE OF

Reis




SILVNINV] AXOd3-3LIHJVHO €198Z-dS WE o06/0 40 ISNOLS3IY HVIHS

J¢l 914
(%) "% .
L 9 _ S _ v € [4 l oo
_ | _ _ [
7 —s
\\\
MO E S9GNY e m T
1Y) "WoU s3gn} £ 4409 sjeurnd *
—_— -—
1109 sjaubpd Ol
Sl
*4102uU} supnd

(1s%) *o




35

2]
[y}

ﬂuuw

2
it

¢tz a

01

0
O TEST 517 RUKN 1§

O TEST 517 RUN 2
FIB. 134 SHEAR Rt

10

(is4) SS3YLS HVIHS

(18 %) SS3uIS



30 A
v
— f// O /L
;"';_25 b//'/ e
; ; ///// e
ZaPz
& PIaP=
%‘5 e /f///
= .
: AP
1 // A/‘
=
; i
e
A
=z
0
0 01 .008  .003  .00%  .005  .006  .007  .008  .008  .8l0 .01l .012  .013
o TEST 613 RUN 4 SHERR STRAIN. ( IN/IN)
o TEST 613 RUN §
<$ TEST 613 RUN B
X103
40
35
0
P P
- o
& P
— /
w //
o /
§§15
- v pral
L~
10 /
//
c P Gxy =!.389(x 107
. e
/ .
00 .001 4 .p0e .003 .00q .006 007 .008 .00s .010 .011 .012 013&/
SHEHR STRAIN ( IN/IN)

F IGURE 13B ; ~SHEAR RESPONSE OF TUBULAR, SPECIMENS- C0/+45/907 GR/EP




panels
10 »‘inc.:orr.
— tubes nom.
) ~ thick.
5 .
> panels
5 corr.
20 *
//
tubes t.thick
/ . .
e
/
/
/
7
| /
10
ol ]
0 05 10 15

| Xy (°/°)

FIG. 13C SHEAR RESPONSE OF 0/£45/90
GRAPHITE-EPOXY LAMINATES

° 3M SP-286T3
s34




.10 ’

~

/

SHEAR STRESS (ksi)
&> o

(7]

10 15 20 25 30

0 05
O TEST 516 RUN S °
O TEST 517 RUN 6 SHEAR STRAIN (%)

10

; -

(ksi)
~3

(-4

R

SHEAR STRESS
~

W

Gxy =093x106
1=

0

0 0S 10 15 20 25 30
SHEAR STRAIN (%) 3

FIG.14A SHEAR RESPONSE OF PLANAR SPECIMENS 0° B/EP




) R [T

)
]’V i)
g— e ) Za i
! A
A\ T w4
: ,/
7
s o
'é‘ /// |
< )y 4%
A Y
wl A
[+'4
—
ny
[»' 4
T 7
59 /
) 74
/i
0
0 002 004 008 008 .0}0 003 .0 .06
SHERR STRAIN {IN/IN]
O TEST 535 RUN 14
0 TEST 535 RUN 15
< TEST 535 RUN 16
X103
9
8 Xy
v
7 e
/]
—8
7y
ot
@® ]
W r
= /!
vy
oz '/
Ej P
z, /
/]
4
, Gy ={.1071x 1071 '
\ _ 57
0 012 014 -016 :

-004 -006 -008 -010 .
SHEAR STRAIN (IN/IN) _
F IGURE 4B :-SHEAR RESPONSE OF TUBULAR SPECIHEJNS-—CSO"] B/EP




S3IVNINV AXOd3-NOHOS TN 96/S0SS OIAV o0 40 3SNOJS3Y HV3HS O%1 913

(%) Py . . | . . R
1°Y 4 0¢ Sl - 4]} S0 0
0
Vi
\\
9214} '} sagn \\
3214} °} saq u/\\
7 |
Z
_ |
"1103 sjaupnd —08
T
£y
W21y} "Wwou saqny =
")
—SL

‘sooul sjaund




SHEAR. STRESS (ksi)

“(ksi)

SHEAR STRESS

45

&
o

w
n

w
(=

N
o

N
o

Ly
(34

-—t
o

4

0
00 02 04 06 08 10 12 14 1B 18

- O TEST 516 RUN 2
D TEST 516 RUN 5

SHEAR STRAIN (%)

45

40

35

30

%

25

20

15

10

Gxy=297x106

v

0 :
0O 02 04 06 08 10 12 14 16 18

SHEAR STRAIN (%)

FIG.15 A SHEAR RESPONSE OF PLANAR SPECIMENS

$15° B/EP




»

3
™

D
2
N

3
N,

N

SHEAR STRESS (P53
N

N

)
¢ ‘_%r‘ ‘ _'40‘7_"‘1“_‘ 009 010

o 006 . 008
O VEST 535 RUN & SHERR STRRIN [IN/IN)
o TEST 535 RUN 7
< TEST 535 RUN 8

X103
40

0t Q012 013

a8

-]

3
N

2

3
AN

-
N

SHEAR STRESS (PSI)

N

" ' _|Gx =|.4D6|x J0O7

Y ‘51?:?"‘ - R i Jﬁij : R TT S T S 7T '.ilw J /
SHERR STRAIN (IN/INS
F IGURE 158B: -SHERR RESPONSE OF TUBULAR SPEClNENS-CHSOJ B/EP




SILVNINVI AXOd3-NOYOS
W 9G/S0SS OJAV oSl¥ 40 ISNOJSIY HVYIHS

(%)
Sl A ot S0

JSL 'Oid

W1y} sagny

"1402
sjoupd

R BV
‘wou saqn}

4J05Wi sjaund

9

0¢

(15%) #1o

0Y

£0



|

SHEAR STRESS (ksi)

60

(3]
o

5
o

Zl

w
L=

~N
o

SHEAR STRESS (ksi) -

=)

o0 01 02 03 04 05 06 07 08 09

O TEST 515 RUN 4 SHEAR STRAIN (%)
O TEST 516 RUN 1

60

o
(=

H
(=]

W
o

N
(=}

Gxy=6.46 x 106
10

0

0 0. 02 03 0.4 05 0.6 07 08 09 § ?
SHEAR STRAIN (%)

FIG.16A SHEAR RESPONSE OF PLANAR SPECIMENS $30° B/EP




X103

ST T T T
sof -ttt | ?Ji |
'! J z | 4: ? i L /n

N O R N T |/

U 0 e [ )4
w1 .

.
~35 /‘/
£ %
3§3° v’/,/’f
& %
5;25 _//,,/
Z A
gzea - Ao

V7
16 V7
,ﬁ/,/

10 /j/

A
'ﬂ%‘:ﬁm‘ o WLTWM&'D&@{E'%LW%@

SHEAR STRRIN ¢ {N/TNI

o .TEST 535 RUN 11
o TEST $35 RUN 18
¢ TEST S39 RUN |

x10®

113

R0 7

w
)
N

8

s
w
N

SHEAR STRESS (PSI)

AN

[ 3

Gt = -1 x|i0 42{53

-t

|

0
a 0008 .00 .00is 00T

T TaeE  .00% .003%  .0040 .00%s  DOS0 Q0SS .O0RD
GHEAR STRAIN ( [N/IN]

F IGURE16B :~SHERR RESPONSE OF TUBULAR SPEC[HENS—CthS B/EP




panels incorr.

Oxy (ksi)

- 40

20

Ny ('Io)

FIG. 16C SHEAR RESPONSE OF £30° AVCO
5505/5.6 MIL. BORON-EPOXY

LAMINATES

¢/




[ 4
(=]

3
A\

(ksi)
[-;]
[ =)

(1.4
[~

o~
o

SHEAR STRESS

w
o

N
o

-
o

/]

o v
0 01 02 03 04 05 06 07 08 09 10 11
O TEST 517 RUN 12 SHEAR STRAIN ()

0 TEST 517 RUN 13

90—

“ 1 1

~3
[~

o
o

SHEAR STRESS (ksi)
H wn
[« o

w
Q

N
o

/ | Guy =8.37x106
10 .

0 : '
0 o 02 03 04 05 06 07 08 09 10 1

'SHEAR STRAIN (%)
FIG.17A SHEAR RESPONSE OF PLANAR SPECIMENS 245° B/EP

4

v

L




X103

'
40 g //
/
35 /
4
/]
/
~30
A
;es C
w
W)
m Y
520
z 4
s V44
'/
10 /
5
00 0005 .0010 .0015  .0020 -0025 .0030 L0080  .00u5
O TEST 535 RUN opSHERR STRAIN (IN/IN)
O TEST 538 RUN 1
O TEST 538 RUN 2
X103 -
45
V
40 /
A e
% /]
L
,/
) /)
Q. /
._.25 /
a [/
w /]
= /]
(27
« 4
wl
H1s V
10 /
4 -
¢ /| Gyy =|-183(x 10
7 .
] -
0 .000S .0010 .003S .OONC 0SS

.0015  .0020 .0026 .0030
SHEAR STRAIN (IN/IN)

04

FIGURE17B ;-SHEAR RESPONSE OF TUBULAR SPECIMENS-C£4S3 B/EP




»xm
S0
T : ‘

ol

R R mmn:“V i

- RN
"wou sagnj

‘Josu sy)aund

(1s%) fo

SILYNIAV T AXOdI-NCHOS NN 95/506S OV 873 40 3SNOCJS3IH UVIHS DD
(%) |

0 ~>_
A0 =

SZ

0S

L




: /
=
n 8
(]
wl
@
[
n
x 6
o
w
I
(7))
A
Gxy=0.87x106
21—

12

-
o

@

SHEAR STRESS (ksi)
K-

H

2l—

0

0 05 10 15 20 25 30 35 40 45

O TEST 517 RUN 4 SHEAR STRAIN (%)
D TEST 517 RUN 8

12

0 ‘ | f

0 05 10 15 20 25 30 35 40 45 é
SHEAR STRAIN (%)

' FIG.18A SHEAR RESPONSE OF PLANAR SPECIMENS 0/90° B/EP




K-

N

SHEAR STRESS (ksi)
w x~

~N

1/
i

0 05 10 15 20 25 30 35 4O 45 50
O TEST 535 RUN 1 ~ SHEAR STRAIN (%)
O TEST 535 RUN 2 \
¢ TEST 535 RUN 3

8— .

7

<

T

0%

SHEAR STRESS (ksi)
w &~

N

Gxy=0.87x106

0 ' ‘ ' b
0 05 10 15 20 25 30 35 40 45 50
SHEAR STRAIN (%)

FIG. 188 SHEAR RESPONSE OF TUBULAR SPECIMENS (0/20° B/EP




[ L D ORI SRR

panels incorr.
10—
.’5
=
| &
| 8—
; tubes nom. { e
| thick. panels corr.
tubes t.thick.
6‘____.
Q [
ol
0 1 2 3 4
7;,. (.,O)
FIG. 18C SHEAR RESPONSE OF . (0/90° AVCO 5505/56 MIL. BORON-EPOXY
LAMINATES | é Z
{




Se e RS SR T - _
60
~ \'\ ﬂ
"= 50
x /
7)) e
40 /
i .~
o4
- 5
o 30 Z
<
w
&
20 //
10— o
0 l/
0 01 0.2 03 04 OS5 06 07 08 09 10 11 12
O TEST 516 RUN § SHEAR STRAIN (%)
O TEST 517 RUN 7
60 —
~50 ,/0
(7]
=
‘ - /
e
&
i /
% 30
< .
i
n
20 /
/ Gxy=4.63x106
10 L
0 |
0 01 0.2 03 0.4 05 06 0.7 08 02 1.0 11 1.2 (;2
SHEAR STRAIN  (°) ,é /

FIG. 19A SHEAR RESPONSE OF PLANAR SPECIMENS 0/245/90° B/EP




e T
»

NN,

X3
% ] .
T 2%
;i /]
2.5
[ Iy
5.0 L [ i A
B ] 4
s | A
| »
20.0p——+—} - A
I L
o ; 1
Qs + 7 7
% V.
R
é . TL T /[ .
g:e.s 4
100 74
1.5 /]
A/
5.0
2.5
o TEST 535 RULN 19 SHEAR STRAIN (IN/IN)
oS TEST 535 RUN 2t
O JEST 538 RUN 3
ne?
30.9, T
o
.4 i
// »
pa
260
r’//
2.5 /Z
//
£0-0 /Z
gn.s A
(2]
B s 4
E 7
§125
(73]
109 /
s 2]
4
7
£.9
7
e LV Grt =|.681/x }0
4
i T . W% =) ~805 L‘ﬁ
SHEAR STRAIN { IN/IN?

FIGURE 9B: -SHEAR RESPONSE OF TUBULAR SPECIﬂENS-CD/HS/ﬁ&J B/EP

L9




Oxy (ksi)

panels
incorr.

50—

40—

tubes nom.

30— thick.

20|

10

0 | | |

0 05 10 15
Yoy  (%e)

FIG, 19C SHEAR RESPONSE OF 0/$45/30° AVCO 5505/5.6
MIL BORON-EPOXY LAMINATES




d4/49 LS1¥1-SJ4M1 JU3HS. 40 ISNOJSIY

NO INIAUOINM ONY 9ONIAB01 40 3ININIANT - ,:<m< .o_n_.

0c0-

(NI/NT) NIBYLS d”IHS
810-  910-  hl0®  210° 010" 800" 900" hOO-

c00”

0)
01 x[ede | =[9]0 \ ;
01 x[ede | =[ala] |1 1 L
) P A 1 d)
01 x|oge | =[9 o] 1 |7 ~
4 \ D
_\.\\ G
\\\\\\\ mewv
% &
Se
<
og
_ . SE
¢ NNY €19 1531 - e0UX

WWW ,
N




d3/49 CSI1+3-S368NL YE3HS 40 3SNOJSIY

NO 9NIQHOTINMN ONY 9NIAB0T 40 3ON3NTIANI-

N\,

N

(NI/N1) NIBYIS ¥H3HS

11 vav o3

N

o w [ws)
(4] - -~

(18d) SS3Y1S Yu3HS

w
(3Y

0E

0c0- 810° 910- hi10- cla- glo- 800" 900- hOD* c00- 0
\\
ViV
01 x(eae | =[s]o| | V| V| V
AUk R [ =l9lal V| VTV
01 X902 | =9y | V|
4
vapd
VIRV
D\
«x\\\
S
"€ NNY €19 1531 c0TX

St




S i b it A.\

o TEST 535 RUN 9
4or = 1 )

- —— - e

36

+
™

%

28 p—b—t——

(PSI)
~N

N

o
<

SHEARR STRESS

-—
N

0

C -001 .002 .00 -004 .005 .006 .007 -008 -008 .010

| 3SHEQR STRAIN (IN/IN)
FIG.APA 21 -INFLUENCE OF LOARDING AND UNLOARDING ON
RESPONSE OF SHEAR TUBES-L£30] GR/EP

3




SHEAR STRESS (PSI)

X103 TEST 535 RUN 10
40
36
3} /
/|
28}- 1//
24
O /D
. /1 1/
yAmw //
6 A 1AL,
T AR AN
12 ///
. A 1A lol6]=|.585]x 107
AL TA | [o]6]=]-489(x 10’

BV ardar4 o | G6]= |.474|x j0?

444 |
o /
0 -00o1 -002 -003 -004 .005 -006 -007 -008 -009 -010

: | SHERR STRAIN (IN/IN)

FIG.APA21 -INFLUENCE OF LOADING AND UNLOADING ON

.01t

RESPONSE OF SHERR TUBES-L#301 GR/EP F’f‘/




103  TEST 535 RUNS 11,13

40 .

%

32

20 9 /)p
- AR
& lo L/
V)
B i
Al 1%
%15 .
= /%

o 1/

7 4

| / //’

. A1 A1 A lo|c]|=].606]x 107
| AV VT X1 |ole|=].4p1]x 107
. A // /{/ OG|=|.914|x )07

A4
o/ L 1/
o -001 -002 .003 004 005 -006 007 .008 .009 .010 \

SHEAR STRAIN (IN/IN)

FIG.APA 2 il - INFLUENCE OF LOADING AND UNLOADING ON

RESPCNSE OF SHEAR TUBES-C+303J GR/EP

.01t

p24




SHEAR STRESS (PSI)

X103 TEST 535 RUNS 28,29,30 /G

4o
| | 7
5 /
32 %
/
o /
vyl
/ /
a4
// /] /]
. |
| /// 7
16 /J // /|
12 7 7] //
A 1A 1L/

. V1V VI [ole]l=].969x |0

U /L o|Gl=].574]x 107
1A 1A 1/ o|6|=|.586|x 107
IDavayi -
00 .001 .002 .003 .004 .005 ‘ .0086 .007 .008 .009 .010 011

SHEAR STRAIN (IN/IN)
FIG. APA3  -INFLUENCE OF LOADING AND UNLOADING ON
RESPONSE OF SHEAR TUBES-C+4S5] GR/EP Zgﬂ




X103 TEST 522 RUN 2
12
11 : /A
/]
s //
8 A/Vf :
A
/
8
~ /
@ /
< : 7
w
nl 6
s /
% I°
= /1]
\ ANy
b1
3 i
el L1
Al [ 1 lolcl= ] 797]x J08
J / | |o|G|=|.788]x 08
\Viln o|6|=1.789|x 108
Wi/ s |G|=|.6PB|x 108
00 -008 -010 -018 -020 -02 -030 .035  -040 -045 -080 -058

_ SHERR ST%HIN ( IN/IN)
FIG.APA 41 -INFLUENCE OF LOADING AND UNLORDING ON
RESPONSE OF SHEAR TUBES-C0/901 GR/EP ¢/




SS (PSI)

E

AR 8TR

R
Wi

X103 TEST 535 RUNS 45

12
11|
10
3 |94
8 ///
P
. /]
g
/
4
6
//,'
15}
|4
Y /
yO :

3 //
ANN/ARY o |G|=|.696]x |08

1] o |G|=|.696|x |0
L/ o |Gl= |6l §1p°
00 .005 .010 015 -020 .025 -030 035 040 48 .08D

| SHEAR STRAIN ( IN/IN)
FIG.APA 411 ~INFLUENCE OF LOADING AND UNLOADING ON
RESPONSE OF SHEAR TUBES-CO/303 GR/ER 7f)




d3/¥9 C06/Sh*#/01~S380n1 dU3IHS 40 3ISNOJSIY

NO INIAHOTING UNY szaog 40 IONINIANT- 19 vav Oi4
(NJ/N1) NIBN1S ¥H3HS
Si0- hio- €10 gl0- 110° A 010" 600" 800 LO0" 300" S00° h00" £00" c00° 100 ao
\\ \\ \\ ]
—- \ll!! < 148
L0 X|eRe- | =]9] o] | 1
S — L
§ U O S I 01 X[LHE" [ =19 [ g P \A I I I
L0} Xjche 1 =[94o] ¥ 1 97 |
- ]
I
S A G A B ) \\ S O N T Y.
A | A -
! ] ] a] =
— - ~— 1t — ~+4— 1t 1 QN3
o
S \ - ]
] \.\ mmw
A -
e ot
A 3
_ 0k
S NNY €19 1S3} 01X
o ,Vl e x

N
N




O
d3/49 C06/Sh¥/01-S39NL ¥H3HS 40 3SNOJS3N

NO 9NIGHOINN NG INIGHOT 40 JONIMIINI- TS vav 9Id
(N1/N1) NIHYLS ¥Y3HS
€08~ £00° 00 :

S10- _hIG" €lo° 216" 110" 010

_S00° 00° ° 200 100* oo
\\ s W\\ﬂ
..\
— S
01 X|6TE" | =9 ol PP %
0Y xl13e| =]9 "~ b N
01 X2l | =} ol
e e @
— : ] Em
i 5
TG —
- —y— 8“
b
_ 3
v 2o
X =
AY .
o
—t- S€
- J\Lr
JOh

9 NNY €19 1S31 0w




X103 TEST 535 RUN 3
3
8 v/’lﬂo
; o
7
/]
—~ B
=
5
ﬁ .
o /
wy
£ /
w3 /G’r
| /1 1/ o|G|=|.689|x 108
2
F 1Y 0| G|=|.659|x 108
y /ﬁL o|G|={.6P9]x 08
‘0 | | / |
-0 -005 010 -015 .020 .025 .030 -03% -040 045 - .050
' SHEAR STRAIN (IN/IN) |
FIG.APA6  ~INFLUENCE OF LOADING AND UNLOADING ON

RESPONSE OF SHEAR TUBES-C0/90] B/EP

8/




